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Release Note
V1.01
V1.06

April 10, 2008

Error Correction

• Cortex-A8: Correct fast/stalled memory access sequences.
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Release Note
V1.01
V1.07

July 9, 2008

Enhancements

• Support for ARM1176 and Cortex-M3 (STM32) added.

• Support for STM32F10xx internal flash programming added.
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Release Note
V1.01
V1.08

Aug. 29, 2008

Enhancements

• Support for Luminary Micro Stellaris LM3S internal flash programming added.

• Support for Cortex-M3 / Cortex-A8 Single Wire Debug Mode added (different firmware).
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Release Note
V1.02
V1.09

Febr. 25, 2009

Enhancements

• Support for Cortex-R4 added

• Support for ARM7 connected via JTAG-AP added (see manual).

• New parameter to select the single step mode added (see manual).

• New Telnet commands INTENA and INTDIS added.

Error Correction

• Correct single step of newer ARMv6/v7 instructions.
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Release Note
V1.02
V1.10

Sept. 29, 2009

Enhancements

• Support for DAP-Lite module added.

• Support for multiple A8/A9 debug components behind one DAP added.

• Support for searching nested ROM tables added.

• APB base address of the debug component can be preset (no ROM table search).

• Download speed via GDB improved.

• Support for a different reset type for the initial power-up reset added (see manual).


