2006 Honda Insight

2000-06 ENGINE Intake Manifold & Exhaust System - Insight

2000-06 ENGINE

Intake Manifold & Exhaust System - Insight

INTAKE MANIFOLD REMOVAL AND INSTALLATION

NOTE: Use new O-rings and gaskets when reassembling.

8x1.25 mm
EGR PLATE 22N-m
(2.2 kgf-m, 16 Ibf.ft)
6 xlcl.o mm
12N-m GASKET
(1.2 kgf-m, 8.7 Ibf.ft) Replace. EXHAUST GAS
RECIRCULATION
(EGR) VALVE
GASKETS
O-RINGS Replace.
Replace.
it

22 N-m
(2.2 kgf-m, 16 Ibf.ft)

THROTTLE BODY

GASKET
Replace.
8 x 1.25 mm SPARER
22 N-m
(2.2 kgf-m, 16 Ibf.ft) INTAKE MANIFOLD 0-RING
Replace if cracked or Replace.
if mating surfaces are
damaged.
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Fig. 1. Exploded View Of Intake M anifold
Courtesy of AMERICAN HONDA MOTOR CO., INC.

EXHAUST PIPE AND MUFFLER REPLACEMENT

NOTE: e Use new gaskets and self-locking nuts when
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2000-06 ENGINE Intake Manifold & Exhaust System - Insight

reassembling.

e When the secondary HO2S or the third HO2S is

replaced, replace them as a set.

HEAT SHIELD

SELF-LOCKING NUT
10 x 1.25 mm
33N'm

(3.4 kgf-m, 25 Ibf-ft)
Replace.

MUFFLER

HEAT SHIELD

SELF-LOCKING NUT
8x 1.25 mm

24 N-m
(2.4 kgf-m, 17 Ibf-ft)
Replace.

x 1.0 mm
2 N-m (1.2 kgf-m, 8.7 Ibf.ft)

AIR FUEL RATIO
(A/F) SENSOR
44 N-m (4.5 kgf-m, 33 Ibfft)

THREE WAY
CATALYTIC
CONVERTER (TWC})

HEAT SHIELD

GASKET

N Replace.
>
GASKET // ’
Replace. - THIRD HEATED
OXYGEN SENSOR
(THIRD HO2S)
(2002-2006 M/T models)
10 x 1.25 mm

44 N-m
(4.5 kgf-m, 33 Ibf-ft)
6x 1.0 mm

Wi 12N-m
S (1.2 kgf-m, 8.7 Ibf-ft)
NOx ADSORPTIVE
GASKET THREE WAY CATALYST
EXHAUST PIPE A Replace. (NOx ADSORPTIVE TWC)
BRACKET
SECONDARY HEATED
HEAT SHIELD OXYGEN SENSOR
{SECONDARY HO2S)
6x 1.0 mm 44 N-m (4.5 kgf-m, 33 Ibf-ft)
12N-m
(1.2 kgf-m, 8.7 Ibf-ft) 8 x 1.25 mm
22 N-m (2.2 kgf-m, 16 Ibf-ft)
Replace.

Tighten the bolts in steps,
alternating side-to-side.
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Fig. 2: Exploded View Of Exhaust Pipe And M uffler
Courtesy of AMERICAN HONDA MOTOR CO., INC.




